2022 SIPA Building Excellence Awards
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Official Entry Form APPLICATION DEADLINE: January 12, 2022

The Structural Insulated Panel Association (SIPA) is hosting the twentieth annual Building Excellence
Awards to recognize association members that build exemplary projects using structural insulated
panels (SIPs). The competition allows SIPA members to showcase their best work while demonstrating

the design flexibility, sustainability and energy

efficiency possible with SIP construction. Se I eCtSI Ps
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A Better Way to Build il
- Structural Insulated Feb 28-Mar 2 / ORLANDO, FL
Panel Association Winning entries will be showcased at the 2021 SIPA Annual Meeting

and SelectSIPs EXPO.




Award Categories:

¢ High Performance (any size or use category - judged only on
special High Performance features or certifications)

¢ Single Family ‘Small House’ under 900 sq. ft.
¢ Single Family Homes over 3,000 sq. ft.

¢ Single Family Homes under 3,000 sq. ft.

e Multifamily

20th ANNUAL e Agricultural

¢ Commercial/Industrial/Institutional Buildings under 10,000 sq. ft.

Homes and commercial

* Commercial/Industrial/Institutional Buildings over 10,000 sq. ft.

bu:ldmg Spcoe leted * Renovations (residential or commercial, includes additions and
between January 1, 2021 retrofit insulated panels)
and December 31, 2021  Affordable Housing (excludes multifamily, home ownership cost
o o .
are eligible. must be at or below 30% of median income for location)
Who is Eligible?
® The submitting company must be a current SIPA member in good
standing

® Structural insulated panels must be used on a minimum of 50% of
the building envelope, determined by square footage of exterior
walls and roof

® The SIPs used on the project must be provided by a SIPA member
manufacturer

*® Installers, designers or other parties involved in the project who are
not SIPA members will not be recognized in awards materials.
However, builders or architects may apply for membership with their
entry, but must be full members in good standing prior to the closing
date for the entry to receive recognition.

® Project must be completed between January 1, 2021 and December
31, 2021
Winning Entries

® One winner will be chosen from each category. From the category
winners, an Overall Competition Winner and a Runner-Up will be
named.

¢ Judges may hand out Honorable Mentions at their discretion

® Winners will be recognized at the 2022 SIPA SelectSIPs EXPO
(Annual Meeting) in Orlando, Florida, February 28 - March 2,
2022.

® SIPA will promote the winning entries on the SIPA website and
issue a press release to outside media

WWW.Sips.org




Guidelines

* Member companies may make multiple entries, but a separate Judging Criteria
entry form must be completed for each entry (except for same
project also submitted to High Performance category) Each entry will be judged on

the following criteria:
® SIPA has the right to use the photos to promote SIPs to the wing criter!

construction industry. All entries will be displayed on the ¢ Design and structural
SIPA website. engineering innovation

® The deadline for entries is January 12, 2022. All entries must be e Creative use of SIP
received at the SIPA office on or before that date. construction

¢ Environmental

The following information and documentation is REQUIRED. Entries sustainability
without the required items will not be considered.

* Completed and signed application

* A minimum of two photos showing different views of the

New High Perf
completed project ew High Performance

Category criteria:
* Photographs must be submitted in digital form and be at least

2400 x 3000 pixels, or 8" x 10" at 300 dpi * Projects can compete

both here and in specific

¢ Residential projects are encouraged to have a HERS Index building type category

calculated by a RESNET certified home energy rater. High

Performance category projects must present a HERS Index with * Only features pertaining
blower door data. Commercial High Performance projects must to eco-efficiency,
provide other documentation of energy efficiency. health, resilience, and

renewable energy are

Additional documentation is not required but is highly recommended considered here

to give the judges a clear picture of the project’s overall design, * Energy efficiency
sustainability, systems integration, and energy efficiency. (quantified by HERS
* Additional photos showing the construction process and SIP Index, blower door and
installation other data)

* Documentation of energy efficiency, such as a HERS report,
blower door test results, utility bill data, or infrared thermography

¢ Athorough description of energy-efficient technologies other than
SIPs, as well as other innovative or sustainable features

e Comments from the building owners regarding their satisfaction
with the building

¢ Afloor plan of the project. A single page line drawing no larger than
17” x 22”7 in size is sufficient. Please do not send full blueprints.

WWW.Sips.org &
20th ANNUAL
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PARTICIPANT INFORMATION 20th ANNUAL
Company Name: Premier Building Systems LLC
Contact Name: Laurie Miller
Address: 18504 Canyon Road E
City: Puyallup State: WA Zip;98375
Phone: 253-846-6033
Email: laUrie.miller@premiersips.com Website: WWW.premiersips.com
CATEGORY ENTRY (check one category)
Single Family ‘Small House’ under 900 sq. ft. [ Commercial/lndustrial/Institutional Buildings under 10,000 sq. ft.
[ Single Family Homes over 3,000 sq. ft. [0 Commercial/Industrial/Institutional Buildings over 10,000 sq. ft.
[J Single Family Homes under 3,000 sq. ft. [J Renovations
[J Multifamily ] Affordable Housing
[J Agricultural [J High Performance (multiple category entry permitted)

PROJECT INFORMATION
project Name: DINUOVO-Linkkila Residence

Address: 707 Misty Ridge Road
city: Port Townsend sie: WA 0. 98368
October 2021

Date completed:
Total cost of project (exclusive of land): Not disclosed

Dimensions of building (all floors of multi-story building):

34'Lx22'W

Asking price/purchase price (Affordable Housing only):

Total sq. ft. of conditioned space:

796

BUILT BY (if different than applicant)
Company Name: P1€CEWUIX Construction & Remodeling

Contact Name: Neil Nelson Phone: 425-218-8429

Address: 1425 Katherine Street

City: Port Townsend State:

WA 5, 98368

PANELS MANUFACTURED BY (S/PA members only)
Company Name: Premier Building Systems LLC

Continued

WWW.Sips.org 4



SIPA Building Excellence Application (page 2 of 4) \|¢
DESIGNED BY (if different than applicant — SIPA will only recognize members) 20th ANNUAL
Company Name: Or€€NPod Development / KD Structural

Contact Name: ANN Raab / Katie Dobzinsky Phone: 360-385-5614

Address: 606 Roosevelt Street

city: Port Townsend state: WA Zip: 98368

Please answer each question with as much detail as possible to help in the judging process.
Attach additional sheets if necessary.

Describe the end use of the building:

Set on 5 wooded acres in the foothills of the Olympic Mountains of Washington State, this hilltop
modern craftsman-style cottage is designed and set to maximize natural light and cubic footage to
create a sense of spaciousness in a tiny energy-efficient footprint.

How did SIP construction help you get this job?

The clients were motivated primarily by energy efficiency but SIPs construction also supported the
owners' desire for a small space with an open floor plan.

SIP wall thickness and core material:

SIP roof thickness and core material:

Describe the benefits of using SIPs on this project. Did SIPs help save time, labor, construction costs, or energy?

SIPS will save energy costs for this home that is located in an exposed, wet location. But SIPs also
saved cost of executing vaulted ceiling throughout that maximized living and storage space by
reducing quantity of required dimensional lumber during a time of high consumer prices.

Describe any innovative design elements or structural engineering involved:

KD Structural specified Simpson Strong Walls - prefabricated, engineered panels - and extensive
use of glulam support beams that allowed for an elevated primary living space with a three-season
indoor/outdoor space below that expanded the living area of the tiny footprint.

Interior glulams allowed for fewer walls and an open, energy-efficient floor plan.

Continued WWW.Sips.org 5
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20th ANNUAL
Please list any certifications the project received, such as ENERGY STAR, LEED, National Green Building Standard,

WELL, Passive House, Green Globes or local green building programs. Only list certifications that are completed:

HERS Index (required only for High Performance Category and recommended for residential projects):

Blower door test results (ACH50) (required only for High Performance Category and recommended for residential projects):

Energy use intensity in kBtu/ft2 (required only for High Performance Category and recommended for commercial projects):

Describe the HVAC system used on the project:

EnergyStar rated Mitsubishi Trane 12K BTU Hyper Heat Ductless Heat Pump with exclusive inverter
technology that allows it to maintain its efficiency when temperatures drop, all the way down to -13
degrees Fahrenheit.

Describe any other energy-saving materials used in the building envelope other than SIPs. List U-values of windows used and the U or R-value of any
insulation materials. (judged only for High Performance Category)

Sierra Pacific Urban Awning windows with U factor 0.3 and Low E-272 glazing were used and
provide a balance of solar gain during cold months and reflection of intense light of summer months.
Site and home placement results in significant passive solar gain during winter months. Awning
openings provide crossflow cooling from summer breezes emanating from the Strait of Juan de Fuca.

Please list any energy-efficient products or design features, such as lighting, hot water heating, appliances, passive solar (judged only for High
Performance Category):

All LED lighting. Ductless heat pump, supplemented by Ducoterra IR panels. Rheem 27 KW
on-demand hot water heater is self modulating and 99.8% energy efficient.

Frigidaire Gallery induction cooktop with auto sizing technology. EnergyStar rated: 18" Bosch
Dishwasher, 24" Whirlpool Bottom Freezer Refrigerator, in addition to Beko Front Loading Compact

Washer & Ventless Heat Pump clothes dryer. A study done by SEDI (Super Efficient Dryer Initiative)
found that heat pump drvers save 50-60% of enerav as compared to conventional clothes drvers

Were any solar panels installed on the project? If so, indicate the size of the system (judged only for High Performance Category):
Planned but not yet implemented.

Continued

WWW.Sips.org 6
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Please list any sustainable materials or design features not listed above, such as recycled materials, low-VOC finishes,
landscaping, etc. (judged only for High Performance Category):

Siding is reclaimed saltwater log-boom lumber that was rough-cut and treated with ECO antifungal, a
non toxic wood stain and treatment with just one application,no need to ever restain or maintain.

Roof, soffets and glulam end caps are protected by low maintenance, EnergyStar-listed Taylor Metal
material.

Ceilinng are tnnniie and nrnnve nanelinn alsn sniirced from reclaimed/dicrarded lnn hnom Inns that

Any additional comments on the project:

CHECKLIST
My company is a SIPA member. Panels for this project were manufactured by a SIPA member.
ml | have answered ALL the questions completely

m | have enclosed the two required electronic images of the completed project meeting the requirements stated in the SIPA Building Excellence
Awards guidelines

PLEASE CONFIRM: | have read and understand the rules for this competition. This entry is structural insulated panel construction as defined in the
SIPA Building Excellence Awards guidelines. | understand by making this submission that my pictures will be used by the Structural Insulated Panel
Association (SIPA) to promote the use of structural insulated panels. | hereby give permission to SIPA to use the enclosed pictures for any use they
see fit in that endeavor. | understand that where possible, SIPA will give credit for pictures used to my company as listed above.

! ! Digitally signed by Laurie A. Miller
Laurie A. Miller ozt 120715000 o800

Signature: Date:

Entries that do not contain all required materials or are received after January 12, 2022 will not be
considered Complete application and submit electronically to info@sips.org
Or send hard copy applications to SIPA office: P.O. Box 39848, Ft. Lauderdale, FL 33339

Structural Insulated
Panel Association

WWW.Sips.org 7


mailto:info%40sips.org?subject=SIPA%20Building%20Excellence%20Awards

	Company Name: Premier Building Systems LLC
	Contact Name: Laurie Miller
	City: Puyallup
	State: WA
	Zip: 98375
	Phone: 253-846-6033
	Email: laurie.miller@premiersips.com
	Website: www.premiersips.com
	Single Family Small House under 900 sq ft: On
	CommercialIndustrialInstitutional Buildings under 10000 sq ft: Off
	Single Family Homes over 3000 sq ft: Off
	CommercialIndustrialInstitutional Buildings over 10000 sq ft: Off
	Single Family Homes under 3000 sq ft: Off
	Renovations: Off
	Multifamily: Off
	Affordable Housing: Off
	Agricultural: Off
	High Performance multiple category entry permitted: Off
	Project name: DiNuovo-Linkkila Residence 
	Project address: 707 Misty Ridge Road
	Project city: Port Townsend
	Project state: WA
	Project zip: 98368
	Date completed: October 2021
	Total cost: Not disclosed
	Dimensions: 34' L x 22' W
	Asking pricepurchase price Affordable Housing only: 
	Total sq ft of conditioned space: 796
	Built by company name: Piecewurx Construction & Remodeling
	Built by contact: Neil Nelson
	Built by phone: 425-218-8429
	Built by address: 1425 Katherine Street
	Built by city: Port Townsend 
	Built by state: WA
	Built by zip: 98368
	Manufacturer company name: Premier Building Systems LLC
	Design by name: GreenPod Development / KD Structural 
	Design by contact: Ann Raab / Katie Dobzinsky
	Design by phone: 360-385-5614
	Design by city: Port Townsend 
	Design by state: WA
	Design by zip: 98368
	Describe building end use: Set on 5 wooded acres in the foothills of the Olympic Mountains of Washington State, this hilltop modern craftsman-style cottage is designed and set to maximize natural light and cubic footage to create a sense of spaciousness in a tiny energy-efficient footprint.  
	How did SIPs help?: The clients were motivated primarily by energy efficiency but SIPs construction also supported the owners' desire for a small space with an open floor plan. 
	SIP wall thickness and core: 
	SIP roof thickness and core: 
	Describe SIPs benefit: SIPS will save energy costs for this home that is located in an exposed, wet location.  But SIPs also saved cost of executing vaulted ceiling throughout that maximized living and storage space by reducing quantity of required dimensional lumber during a time of high consumer prices. 
	Describe innovation design elements: KD Structural specified Simpson Strong Walls - prefabricated, engineered panels - and extensive use of glulam support beams that allowed for an elevated primary living space with a three-season indoor/outdoor space below that expanded the living area of the tiny footprint. 
 
Interior glulams allowed for fewer walls and an open, energy-efficient floor plan.
	Certifications: 
	HERS Index: 
	Blower door test: 
	Energy use: 
	Describe HVAC system: EnergyStar rated Mitsubishi Trane 12K BTU Hyper Heat Ductless Heat Pump with exclusive inverter technology that allows it to maintain its efficiency when temperatures drop, all the way down to -13 degrees Fahrenheit.
 

	Describe other energy-saving materials used: Sierra Pacific Urban Awning windows with U factor 0.3 and Low E-272 glazing were used and provide a balance of solar gain during cold months and reflection of intense light of summer months.  Site and home placement results in significant passive solar gain during winter months.  Awning openings provide crossflow cooling from summer breezes emanating from the Strait of Juan de Fuca.
 
Ducoterra SolaRay 240 V Infared Heating Ceiling Panels used in entry/mud room & bathroom (product qualifies for LEED certification).
 

	Energy-efficient products or features: All LED lighting.  Ductless heat pump, supplemented by Ducoterra IR panels.  Rheem 27 KW on-demand hot water heater is self modulating and 99.8% energy efficient.
Frigidaire Gallery induction cooktop with auto sizing technology. EnergyStar rated:  18" Bosch Dishwasher, 24" Whirlpool Bottom Freezer Refrigerator, in addition to Beko Front Loading Compact Washer & Ventless Heat Pump clothes dryer.  A study done by SEDI (Super Efficient Dryer Initiative) found that heat pump dryers save 50-60% of energy as compared to conventional clothes dryers and, in addition, save energy because there is no outside venting.
 
60" Hinkley DC ceiling fan circulates heat efficiently in great room.
	Solar panels: Planned but not yet implemented.
	Sustainable materials or design features: Siding is reclaimed saltwater log-boom lumber that was rough-cut and treated with ECO antifungal, a non toxic wood stain and treatment with just one application,no need to ever restain or maintain.
 
Roof, soffets and glulam end caps are protected by low maintenance, EnergyStar-listed Taylor Metal material.
 
Ceilings are tongue and groove paneling, also sourced from reclaimed/discarded log boom logs, that were white-washed with odorless, water-based SAMAN stain.  Interior features include reclaimed freshwater pilings recovered from razed piers on Lake Washington, near Seattle.  
 
Amorim Cork flooring was used in entry/mud room.  This low VOC material is sustainably-harvested from live cork oak trees each nine years and provides additional thermal insulation over slab floor.
 
Wood floors and interior staircase feature earth-friendly bamboo that regenerates at 15x the rate of wood such as pine.  
 
All tile and countertops are of natural stone tile including granite, slate, travertine & limestone.
 
Zero VOC Benjamin Moore Regal Select interior paint is used throughout.
 
The home is surrounded only by mixed natural vegetation; rhododendrons, honeysuckle, madrona, manzanita, salal, Oregon grape, fir, hemlock, cedar and alder.  The intent is to preserve water and allow the site to return to its mixed-flora natural state that will sustain resident wildlife.
	Additional comments: 
	My company is a SIPA member Panels for this project were manufactured by a SIPA member: On
	I have answered ALL the questions completely: On
	I have enclosed the two required electronic images of the completed project meeting the requirements stated in the SIPA Building Excellence: On
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	Laurie A. Miller


	Date: 
	Contact Address: 18504 Canyon Road E
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	Design by Address: 
606 Roosevelt Street


