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Participant Information

Company Name:

Contact Name:

Address:

City:						     State:				    Zip:

Phone:

Email:					    Website:

Category Entry (check one category)

	 	 Single Family Homes (over 3,000 sq. ft.)

	 	 Single Family Homes (under 3,000 sq ft.)

	 	 Multifamily

	 	 Agricultural

Project Information

Project Name:

Address:

City:						     State:				    Zip:

Date completed:

Total cost of project (exclusive of land):

Dimensions of building (all floors of multi-story building):

Asking price/purchase price (Affordable Housing only):

Total sq. ft. of conditioned space:

Built By (if different than applicant)

Company Name:

Contact Name:				   Phone:

Address:

City:						     State:				    Zip:

Panels Manufactured By (members only)

Company Name:

Continued

	Commercial/Industrial/Institutional Buildings under 10,000 sq. ft.

	Commercial/Industrial/Institutional Buildings over 10,000 sq. ft.

 	 	Renovations

	 	Affordable Housing
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Designed By (if different than applicant – SIPA will only recognize members)

Company Name:

Contact Name:				   Phone:

Address:

City:						     State:				    Zip:

Please answer each question with as much detail as possible to help in the judging process.  

Attach additional sheets if necessary.

Describe the end use of the building:

How did SIP construction help you get this job?

SIP wall thickness and core material:

SIP roof thickness and core material:

Describe the benefits of using SIPs on this project.  Did SIPs help save time, labor, construction costs, or energy?

Describe any innovative design elements or structural engineering involved:

Continued
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Please list any certifications the project received, such as ENERGY STAR, LEED, National Green Building Standard, or local green building programs.  
Only list certifications that are completed:

HERS Index (residential projects):

Blower door test results (ACH50) (residential projects): 

Energy use intensity in kBtu/ft2 (commercial projects):

Describe the HVAC system used on the project:

Describe any other energy-saving materials used in the building envelope other than SIPs. List U-values of windows used and the R-value of any  
insulation materials. 

Please list any energy-efficient products or design features, such as lighting, hot water heating, appliances, passive solar:

Were any solar panels installed on the project?  If so, indicate the size of the system:

Continued
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Please list any sustainable materials or design features not listed above, such as recycled materials, low-VOC finishes, landscaping, etc.:

Any additional comments on the project:

Checklist
	 	 My company is a SIPA member. Panels for this project were manufactured by a SIPA member.

	 	 I have answered ALL the questions completely

	 	 I have enclosed the two required electronic images of the completed project meeting the requirements stated in the SIPA Building Excellence 
Awards guidelines

	 	 I have indicated the HERS Index as determined by a RESNET certified home energy rater (residential projects)

PLEASE CONFIRM: I have read and understand the rules for this competition. This entry is structural insulated panel construction as defined in the 
SIPA Building Excellence Awards guidelines. I understand by making this submission that my pictures will be used by the Structural Insulated Panel  
Association (SIPA) to promote the use of structural insulated panels. I hereby give permission to SIPA to use the enclosed pictures for any use they  
see fit in that endeavor. I understand that where possible, SIPA will give credit for pictures used to my company as listed above.

Signature:					    Date:

Complete application and submit electronically to info@schwindcommunications.com 

Or send hard copy applications to SIPA office:	 P.O. Box 1699 Gig Harbor, WA 98335
	 For FedEx or UPS Deliveries ONLY:
	 6659 Kimball Drive NW, D-404
	 Gig Harbor, WA 98335 
	 253.858.7472

Entries that do not contain  
all required materials or are  
received after March 18, 2013 
will not be considered

Copyright © 2013 Structural Insulated Panel Association (SIPA). All rights reserved.


	Company Name: Panelworks Plus, Inc. 
	Contact Name: Curt Stendel 
	State: MIN
	Single Family Homes over 3000 sq ft: Off
	Single Family Homes under 3000 sq ft: Off
	Multifamily: Off
	Agricultural: Off
	CommercialIndustrialInstitutional Buildings under 10000 sq ft: On
	CommercialIndustrialInstitutional Buildings over 10000 sq ft: Off
	Renovations: Off
	Affordable Housing: Off
	Total sq ft of conditioned space: 7080 
	My company is a SIPA member Panels for this project were manufactured by a SIPA member: Off
	I have answered ALL the questions completely: Off
	I have enclosed the two required electronic images of the completed project meeting the requirements stated in the SIPA Building Excellence: Off
	I have indicated the HERS Index as determined by a RESNET certified home energy rater residential projects: Off
	Address: 4861 Ambassador Blvd NW 
	City: St. Francis
	Zip: 55070
	Phone: 763-213-8064 
	Email: curt@panelworksplus.com 
	Text6: www.panelworksplus.com 
	Project Name: Forest Lake Studio-Workshop 
	Project Address: 190th Street 
	Project City: Forest Lake 
	Project State: MN
	Project Zip: 55025
	Date completed: July 2012
	Total Cost: Not disclosed
	Dimensions of building: Lower Level 41' x 57' + 33' x 64' Upper Level 33' x 44' + 31' x 38'
	asking/purchase price: 
	Builder company: Owner - General Contractor Sam Byman
	Builder contact name: 
	Builder phone: 612-819-5152 
	Builder address: 
	Builder city: 
	Builder state: 
	Builder Zip: 
	SIP manufacturer: Extreme Panel Technologies 
	designer company: Dennis Wedlick Architect LLC 
	Designer contact name: Dennis Wedlick 
	Designer phone: 212-625-9222 
	Designer address: 85 Worth Street 4th Floor 
	Designer city: New York City 
	Designer state: NY
	Designer zip: 10013
	End of use of building: Private studio - workshop

	How did SIP construction help you get this job: SIPs provided the tightest, best insulated system for the building shell enclosure. The large size of the jumbo SIPs (up to 8' x 24') save time during installation and reduced jobsite waste.

	SIP wall thickness: 8-1/4" & 10-1/4" EPS
	SIP roof thickness: 12-1/4" EPS
	Benefits of using SIPs: 
	Innovative design or engineering: The timber frame used recycled fir timbers from a dismantled Boeing plant in Seattle, WA. Hot dipped knife plates, threaded rods and turnbuckles were used to provide tension for the timber frame. Additional engineering allowed the SIPs used in the roof to provide an unsupported overhang extending 9' beyond the gable end wall of the structure.

	Green certifications: None were applied for.

	HERS Index: N/A
	Blower door test: 0.56 ACH50
	Energy use intensity: 
	HVAC system: HVAC uses a geo thermal system with 16 closed loop wells each 120' deep, 2 water to water heat pumps allow both heating and cooling. Chilled water is used for air conditioning. The lower level of the building uses 2 air handlers and the upper level has 2 air handlers and ERV Air exchanger.

	Building envelope materials: "1.  Windows are aluminum clad wood windows manufactured by Energate in Germany. U factors are as low as .104.2.  Foundation is Thermal Mass (T-mass) concrete with 6"" of concrete poured on each side of 4"" XPS foam insulation (R value 38).3.  4"" of XPS foam was placed beneath the lower level floor and 2"" XPS foam placed below footings for a full thermal break in the lower level."

	energy-efficient products: Radiant floor heat by Upinor operates with coil in air handler and has a wood pellet fired boiler to provide backup for geo thermal system powered by off peak electricity.

	Solar panels: None were used.

	Sustainable products/features: "In addition to the timber frame, recylced fir from the Boeing plant was also used for exterior soffits, interior handrails and other trim details. Recycled redwood wine barrels were used as planters on the patio. Cast iron washers from the Boeing plant were reused in the assembly of the timber frame.Firestone Una-Clad standing seam steel roofing contained approximately 30% recylced materials.Exterior siding was a corrucated metal from VM Zinc and the rain gutters were also zinc.Azak was used for exterior fascia and also additional trim details."

	Additional comments: SIPs were installed by SIPA member Panel Setters Plus, Inc. of Andover, MN.



