
HVAC Calculation for UA Alternative Design
Project Name:

Address 1:
Address 2:

City:
State:

Zip Code:
Weather Station: Porth Townsend # Bewdrooms

Conditioned Floor Area 1,784 2
Conditioned Building Volume 20520.19769

Area UA
Doors 89 17

Overhead Glazing 0 0
Vertical Glazing 269 42

Flat/Vaulted Ceilings 1,880 51
Wall (above grade) 1,715 82

Floors 0 0
Slab on Grade 169 41

Below Grade Wall 0 0
Below Grade Slab 0 0

Proposed UA Total: 233

Design Temp. Difference: 45 (from Weather tab)
Conductive Envelope Heat Loss: 10469.67438

Blower-Door Air Infiltration Rate: 1.7 ACH50
Natural vs. ACH50 Conversion Factor: 21.5 (Select from table below)

Natural Air Infiltration Rate (est.) 0.079069767 ACH Natural
Convective Heat Loss (Infiltration) 1336.151198 Btuh

Ventilation Rate (ASHRAE 62.2) 40.33727 CFM
Convective Heat Loss (ventilation) 1993.064511 Btuh

Recovery Rate (HRV) 0 Percentage
Net Ventilation Heat Loss: 1993.064511 Btuh

Total Envelope Heat Loss: 13798.89009 Btuh
4.044 Kwh

HVAC Efficiency: 14.1 HSPF Daikin Altherma
4.132 COP

Net Energy Use @ Design Degree Day: 0.979 Kwh
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