BUILDING LEAKAGE TEST

Date of Test: 12/27/2019

Customer: Arvola Builders
980 Elm Street East
PO Box 727

Test File: 22349 County Road 5 NW, Big Lake MN 55309

Technician: Alan Christenson
Project Number:

Annandale, MN 55302 " Building Address: 22349 County Road 5 NW
Big Lake, MN 55309

Phone: 763-439-4177

Email: chad@arvolabuilders.com

Test Results

1. Airflow at 50 Pascals:
(50 Pa=0.2w.c))

2. Leakage Areas:

3. Building Leakage Curve:

4. Test Settings:

542 CFMS50 ( +/- 1.7 %)

2.52 ACH50

0.3614 CFM50/ft2 floor area
0.4001 CFM50/ft2 surface area

45.0 in2 ( +/- 4.7 %) Canadian EqLA @ 10 Pa
21.1in2 (+/- 8.0 %) LBLELA@ 4 Pa

Flow Coefficient (C) = 25.1 (+/-13.0 %)
Exponent (n) = 0.786 ( +/- 0.036 )
Correlation Coefficient = 0.99360

Test Standard: CGSB
Test Mode: Depressurization

Infiltration Estimates

1. Estimated Average Annual Infiltration Rate: 19.0 CFM
0.09 ACH
6.3 CFM per person

2. Estimated Design Infiltration Rate: Winter: 27.7 CFM Summer;
0.13 ACH

24.7 CFM
0.11ACH

Cost Estimates

1. Estimated Cost of Air Leakage for Heating: $ 40 per year heating

2. Estimated Cost of Air Leakage for Cooling: $ 2 per year cooling

Mechanical Ventilation Guideline (based on ASHRAE 62.2-2010)
Recommended Whole Bldg Rate: ~ 375CFM

Base Rate:

37.5CFM




