
DIAGONAL BRACE, (1) SPF #2 2x4x12' MATERIAL @

20' O.C. ENTIRE LENGTH OF BUILDING, SEE 4/R1.0

A

CONTINUOUS LATERAL BRACE SPF #2 2x4x14',

ENTIRE LENGTH OF BUILDING, SEE R1.0

L

THE BELOW TABLE SPECIFIES THE PERMANENT

ROOF TRUSS WEB BRACING FOR THIS ROOF

SYSTEM.  USE IN CONJUNCTION WITH INDIVIDUAL

TRUSS DESIGN DRAWINGS AND THE BCSI MANUAL
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BLOCK SPLINES SYSTEM,
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31'-5
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4

" 16'-5" 33'-1
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"

STEEL COLUMN BEYOND

TRUSS BEARING

119'-6"

TOP OF PARAPET FRAMING

124'-0"

TOP OF STEM WALL

101'-0"

TOP OF FLOOR

100'-0"

TOP OF ROOF PANEL

                          129'-9"

TOP OF PLATE

128'-10

3

4

"

TOP OF W8x24 BEAM

                      128'-7

3

4

"

BASE OF UPPER WALL

                       121'-10

3
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"

TOP OF W16x45 BEAM

                        121'-0

1

2

"

12

0.25

12

0.25

TOP OF BEAM

           121'-0

1

2

"

TRUSS BEARING

121'-2"

PRE-ENGINEERED ROOF TRUSSES, 2' O.C., SEE COVER PAGE FOR

LOADING. REFER TO PAGES B1,B2 & B3 FOR WTCA & TPI HANDLING,

INSTALLING, & TEMPORARY BRACING GUIDELINES.  SEE PAGE R1.0 AND

INDIVIDUAL TRUSS PRINTS FOR PERMANENT BRACING REQUIREMENTS.

1

2

" OSB ROOF SHEATHING,

SEE DETAIL 5/C1.1

FINISH ROOFING MATERIAL

BY OTHERS

SPF #2 2x4x14' BOTTOM CHORD

BRACING 110" O.C., SEE DETAIL 5/R1.1

 CEILING FINISH

BY OTHERS

W14x30 STEEL BEAM

W16x45 STEEL BEAM W16x45 STEEL BEAM

TOP OF BEAM

           121'-0

1

2

"

1

2

" OSB ROOF SHEATHING,

SEE DETAIL 5/C1.1

FINISH ROOFING MATERIAL

BY OTHERS

SPF #2 2x4x14' BOTTOM CHORD

BRACING PER TRUSS DESIGN DRAWINGS

 CEILING FINISH

BY OTHERS
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TOP OF PARAPET FRAMING

                                  125'-7
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"

TRUSS BEARING

               121'-1

7
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STEEL COLUMN BEYOND

STEEL COLUMN BEYOND

3

4

" PREMIUM

T&G SUBFLOOR

SPF #2 2x6 STRONG-BACK

BRACING, SEE TRUSS SPEC

FOR EXACT PLACEMENT

TOP OF FLOOR SHEATHING

112'-0

3

4

"

PRE-ENGINEERED ROOF TRUSSES, 2' O.C., SEE COVER PAGE FOR

LOADING. REFER TO PAGES B1,B2 & B3 FOR WTCA & TPI HANDLING,

INSTALLING, & TEMPORARY BRACING GUIDELINES.  SEE PAGE R1.0 AND

INDIVIDUAL TRUSS PRINTS FOR PERMANENT BRACING REQUIREMENTS.
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FINISH GRADE SLOPE

AS REQUIRED

PERIMETER DRAIN

BY OTHERS

8"

172'

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES
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          121'-0
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TOP OF W14x30 BEAM

                        128'-6
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TOP OF W21x57 BEAM
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29'-8" 22'-1" 37'-11"

12

0.25

12

0.25

12

0.25

PRE-ENGINEERED ROOF TRUSSES, 2' O.C., SEE COVER PAGE FOR

LOADING. REFER TO PAGES B1,B2 & B3 FOR WTCA & TPI HANDLING,

INSTALLING, & TEMPORARY BRACING GUIDELINES.  SEE PAGE R1.0 AND

INDIVIDUAL TRUSS PRINTS FOR PERMANENT BRACING REQUIREMENTS.

1

2

" OSB ROOF SHEATHING,

SEE DETAIL 5/C1.1

FINISH ROOFING MATERIAL

BY OTHERS

SPF #2 2x4x14' BOTTOM CHORD

BRACING 113" O.C., SEE DETAIL 5/R1.1

 CEILING FINISH

BY OTHERS

TOP OF PARAPET FRAMING

                                  125'-7

7

8

"

BASE OF UPPER WALL

122'-6

13

16

"

TRUSS BEARING

               121'-1

7

8

"

SPF #2 2x4x14' BOTTOM CHORD

BRACING PER TRUSS DESIGN DRAWINGS

 CEILING FINISH

BY OTHERS

SIDING BY OTHERS

R-33 EPS WALL PANEL, 

7

16

" OSB EXT. /

 7

3

8

" EPS / 

7

16

" OSB INT.

BLOCK SPLINES SYSTEM,

CUT FROM 10' PCS.

INTERIOR FINISH

 BY OTHERS

9'-1

1

8

"

2'-0

3

4

"

10'

PRE-ENGINEERED ROOF TRUSSES, 2' O.C., SEE COVER PAGE FOR

LOADING. REFER TO PAGES B1,B2 & B3 FOR WTCA & TPI HANDLING,

INSTALLING, & TEMPORARY BRACING GUIDELINES.  SEE PAGE R1.0 AND

INDIVIDUAL TRUSS PRINTS FOR PERMANENT BRACING REQUIREMENTS.

1

2

" OSB ROOF SHEATHING,

SEE DETAIL 5/C1.1

FINISH ROOFING MATERIAL

BY OTHERS

SPF #2 2x4x12' BOTTOM CHORD

BRACING 120" O.C. (X PLACES)

 CEILING FINISH

BY OTHERS

STEEL COLUMN BEYOND

3

4

" PREMIUM

T&G SUBFLOOR

FLOOR TRUSS, 24" DEEP

SEE S0 FOR LOADING

SEE F1.0 FOR LAYOUT

SPF #2 2x6 STRONG-BACK

BRACING, SEE TRUSS SPEC

FOR EXACT PLACEMENT

SPF #2 2x6x115

3

8

" WALL

STUDS 16" O.C.

5

8

" GYPSUM WALL SHEATHING

BY OTHERS (BOTH SIDES)

5

8

" GYPSUM WALL SHEATHING

BY OTHERS (BOTH SIDES)

SPF #2 2x6x115

3

8

" WALL

STUDS 16" O.C. (3-PLY STUD CENTERED AT TRUSS

LOCATION OF 11' O.C. TRUSS)

TRUSS BEARING

               121'-1

7

8

"

TOP OF PARAPET FRAMING

                                 125'-7

7

8

"

TOP OF FLOOR SHEATHING

112'-0

3

4

"

TRUSS BEARING

                 110'-0"

TOP OF STEM WALL

                       101'-0"

TOP OF PARAPET FRAMING

                                116'-7

5

16

"

BASE OF UPPER WALL

112'-6

3

4

"

4" WIDE SIP TAPE

BLOCK SPLINE

SPF #2 2x4x14' BOTTOM CHORD

BRACING PER TRUSS DESIGN DRAWINGS

 CEILING FINISH

BY OTHERS

PRE-ENGINEERED ROOF TRUSSES, 11' O.C., SEE COVER PAGE FOR

LOADING. REFER TO PAGES B1,B2, B3, B10 FOR WTCA & TPI HANDLING,

INSTALLING, & TEMPORARY BRACING GUIDELINES.  SEE PAGE R1.0 AND

INDIVIDUAL TRUSS PRINTS FOR PERMANENT BRACING REQUIREMENTS.
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BLOCK SPLINES SYSTEM,

CUT FROM 8' PCS.

(3-PLY 2x8 AT TRUSS LOCATIONS)

INTERIOR FINISH

 BY OTHERS

10'

HORZ. WIRE CHASE @ APPROX. 1'-4" &

3'-8" A.F.F DRILLED HOLE IN STUD OR

SPLINE @ 1'-1" & 3'-5" FROM BOTTOM

FINISH ROOFING MATERIAL

BY OTHERS

172'

FINISH GRADE SLOPE

AS REQUIRED

PERIMETER DRAIN

BY OTHERS

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES

CONCRETE FOUNDATION DESIGNED AND

SUPPLIED BY OTHERES
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CROSS SECTION

SCALE: 1/4" = 1'-0"

1

CROSS SECTION (CONTINUED)
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